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1.0 INTU'OWOCTIOE

This document defines the Special Facilities Contrast (SFC)

type vehicle requirements and all major items of material

handling equipment to aecomplish assembly and oheekout (A&CO)

of the 'Opeortional Kiutemn Wings. Document D2-20031 r-

quirements are not alike for all Winge, therefore a dash

number will identify the document for each Wing as folloes

Wing I iblustrom AFB D2-20031-1

Wing II Illsworth APB D2-20031-2

Wing III Minot AFB D2-20031-3

Wing IV Whiteman AIP D2-20031_-

Wing V Warren AFB D2-200O3-5

Wing VI Grand Forks APB D2-20031..6

This document has been divided into seotions. Seetion 2.0

provides a brief description and usage of all Special

Facilities Contract (SFC) AGO vehicles used by Assembly

and Checkout (A&CO) team. There also is included a forecast

of the quantities of Aoo/SIC yehioles needed each month at

the wing until phase out.

Section 3.0 contains non-ACO idxtified vehicles such as

sedans, buses, trucks, and trailers. A brief description

of all SF0 vehicles used by Operation & iaintenanoe (O&m)

Predelivery Maintenance (PDI), Assembly & Checkout (A&cO)

team and for general Transportation of personnel and equ4p-

ment is included. The forecast in this section has been

divided into two areas. First, those vehicles required to

support Boeing, and second, those vehicles required to

U3 4286 2000 REV. 6/62 2-5142-2
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1.0 INMODUCTION (continued)

support Department of Defense (DOD.) and Site Activation

Task Force (SATAP). Both forecasts show the quantities needed

each month by Boeing and DOD.

Section 4.0 contains all major items of material handling

equipa.ent vhich are powercd by Lasolin or electric motors.

Thp forecast included in this section illustrates the re-

quired materiml handling equipment for cach month until

phase out.

Vehicles that do not fall into the cccticns previously

described will be listed in Section 5.0, GzizmL INFO I.ATION.

This includes such items as aircraft and. ACO/13E PIECULIAR

vehicles.

This document will be revised as necessary to reflect current

ehariges in vehicle requirements and usages. The forecasts

will be revised and updated on a monthly basis. I

I

U3 4$8 2000 RgV. O/62 8.| .
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2.0 AC0/8PC 17 90t IDTIFID LICENSED VE.1ICLES

This section includes a brief description, and usage of all

AC0 vehicles used by A&CO teame. Somo of those type-vehicles

are also used in support of the Contract Support Area.

2.1. AC0/SVC VEhIICLES DESCRIPTION AID USAGE

2.1.1 ACO 696 - Truck Mounted, Dmineralizing Unit, Ion ExQhange

Spec. No.

Truck, Ford Model C 600 or equal chassis, with insulrtod van body

15 ft. 10 inches, inside lonth, 7 ft. 6-inch height, and 7 ft.

width, double rear doors opening the full width. Heating unit is

capable of maintaining a 40 decree minimum temperature in

the van. The following equipment will be contained in the

van, one (1) 850 gallon steel, chemical-proof lined tank skid

mounted, deionizer unit,' pump (ACO 427) and filter (ACO 311)

with necessary hose and connoctors.

Required by the A&CO crew for flshing and charging the,

Guidance and Control cooling unit Figure "A" 1214, and the

G&C storage tank Figure "A" 1317 after installation.

2.1.2 ACO 4054 - Crane, Mobile; Truck Mounted

Spec. No.

Requirements are boom longth 35 ft., capacity 17,000 lb. lift

with 19 ft. working radius, and 360 degree avinG. Hust be

capable of traveling 40 miles per hour over public roads with-

out special permits. Crane a.nd carrior are Casoline operated.

U3 U #20 R9V. /*2.12
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2.1.2 (continued)

This unit is requircd by the aszc::.2ly crew installinZ Figure

"A" 1604 secondary accecs door, star,;by diesel Zcnerator

and environmnlntal control chiller. This crane m-ay be re-

quired for placing the mnsizile suspensicn system.

2.1.3 ACO 4116 - Truck, Tractor, 25,000 lb. M,71

Spec. No. 2277-L

This tractor is intcnded to be functioncrlly equivalent to

Figure "A" 4116. Standard 4 x 2 tr::ctor 5-ton with standard

5th :hre,:l, air br :cs, and two-., :,y ra.dio. The air brakcs

and electrical ccuplings must c ecanatible with couplings

on semi-trailccz .CO 650' c~ 11024. A two axle tractor

only must b-. used with ACO vns listed above.

Required by the A&CO asc.mbly tecom to pull ACO 6'S and

ACO 659 vans from CCA to Launch Facilities and Launch Control

Facilities areas and to pull G&C van from CZA to LF area, I

and G&C van for PDM. Also used to 'ull utility type 40 ft. flat

bed semi-trailers between railhcadc, COA and Dispatch Area.

2.1.4 ACO 4130 - Truck, Tractor, 39.000 lb. GVW

Spec. No. 2286-L

This tractor must be capable of carrying a 5th wheel load of.

40,000 lb. at a speed of 10 mph. when fully loaded and a Cross

combined weight of 135,000 pounds.

Us 42l 2000 RV. 6/62 Z-$142 -2
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2.1.1 (continued)

This is required to transport the Shipping & Storage Con-

tainer Ballistic Missile (SSCB) trailer (Fig. "A" 4129)

within Strategic Missile Support Awea (SMSA) and on the

highway, and for positioning the SSCBM trailer for missile

transfer.

The requirement for this equipment will be fulfilled by

joint use by Boeing and Air Force of the operational equip-

ment. No separate procurement is to be made by Boeing.

2.2 ACO/SFC NUMBERED LICESED VEHICLE FORECAST

Figure one (1) contains the requirements of ACO vehicles

programmed by calendar month showing vehicle requirements

for the present month, build-up through June, 1964. This

schedule will be revised on the first/of each month.

Usm aon REV. 6/63 8-514°8
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3.0 NON-ACO IDTIBIED LICMSED VEIICLES

Non-ACO identified vehicles inolu4e sedans, buses, trucks and

trailers used to transport personnel, supplies, and equipment

from rail heads, air fields, and vendors to CSA, and CSA to

DA1e. Some of these non-ACO vehicles are required for Boeing

administrative, SA:AF, and DOD perzonnel.

3.1 YO.N-ACO VUKICLE DSCRIPTION AD USAGE (ACO TEAM ASSIGNED)

Those vehicles azre opecifically assigned to asscmbly and

chcokout, Intcj-rationp Prodolivery I:ainten.-nce, Operation

& l aintenance and Cable Xaintenance teams. (
.Some types of these vehicles may be usdd as for Eeneral

support requircments at the CSA.

3.1.1 Truck, 16 rt. Flat'bed with Hydraulic Crane

Spec. No. 2198-L

The crane is mounted, directly back of truck cab leaving 16 ft.

cargo space.' Crane capacity is 1800 lbs. at a 22 ft. working

radius.

This unit is capable of' carrying the complete P'igo "A" 1280

and Figure "A" 1303 to the LF and lowrring each into position.

This unit is also capable of. placing ssourity system equip-

ment at the LF. The vehicle has the capability of transport-

ina and loading or unloading three (3) tons of cargo without

the use of any other piece of equipment.

3.1.2 Shelter, Mo bile

Sp o . I-To. 402080 0

U3 4U$as000 RMv. 8/62 '-14S-

REV SYM ._'_ . ,- 0O'°"

IsecT. "3 IPAw 6



3.1.2 (continued)

The shelter is a 32 ft. x 3 ft. tandcm axle house trailer

with the folloving facilities and usate.

I. Office szace with small desk, onc (1) swivel chair. and

one (I) five drawer file cabinet.

2. Sanitary facilitics.

3. Heating facilities.

4. One (1) table, six(6) bcnches, and emerCency tinned

rations required to maintain a twelve r.n crew f ot 48

hours.

5. Provides tool storage for ILaintcnanco, Repair & Operating

•tSupplics. (:20) 'expendablc tools ana st;'nd rd spare yartt

at each LF and LCF (Per D2-20CSS).

Required for office, storage, catLn s".cc, and sanitary.

facilities. Th: : sheltc:z :'ll 'i c cc' ;it trho LF and/or

LCF ,:hen AC bci7ins and .ill rc:.;ain until sell o:f.

3 1.3 Truck, 9 Ft. Van, with'icat and Koist.

Spec. No. 220-L

The Van's body is 9 ft. long, 83 inches wide inside and 74

inches high. Double doors at raccr odn to full b'":y width.

The hoist hds a c, nacity o? 500 povnds at a radius of 5 ft.

and capable of 225 dcL-ce swing.

Th3 Van is used by F., LIMI, and A&CO crews to transport

equirnmmt rcm.uring t pratur control, as well as safety

barriers rnd othor cmall tools fron Dispatch Arca (DA) to

[ Launch Facility(LT') and Launch Coatrol Facility (LCF).
us 4288 20 REV. S/62 24-14202

R!V YM 5-22-63 NO. DZ-20032.-6
I SECT. 3 1 PAG 7



3.1-1, Truck 9 -r. Van vwith- Boict (Ordnance Yzdi~

Spcc. No. 2291-L

The V'an body and hoist arc identical to 9 ft. Van described

In para-ranh. 3.1.3 'less heater. Special containers and rneana

off occurlr j mr.-ut 'r,- providecd w.,ith this van f'or protection, of

ordnance dcvicez: d'-Zifl nn,1in and tran:znortatiofl.

Used by A&CO u~.K PDV crewtz to transport ordCnance devicOS

(parts of 2i-ure "A" 1202, 1208 and 1213) fro,= CCZA to'LF's

*durin3 A&C0. Uzcd to locwer the ci% kr..nCZ de,;icc into the LIP.

3.1.5 Bus, Traveloall, 9 Pasen-,cr

Srpec. No. 2278-L

This vehicle zay Itc an Intc-,nation:a 11,:sc2. C-100 or equal.

N o pcial Lui7.:::,nt othe-r tL &rdz aeyequip,-:nent is

renuircd.

This vehicle is uccd to tr-ansport pcrsonnel and zl tools'

by the ascsezbly chockout, int atc. adn nl nicnn

crews. Rcquircd at Cak to providc2 taxi and buz ccrvicc

beti-rcc-n test, varchousec StrutcE~ic MsieSurport Base (0,1413,)

and office areas.

3.1.6 Truc!t. 9 Ft. Van

Stec. No. 2204-L'

Starndard 9 ft. van identical, to van described-1 in y-r .cgraph

3.1.3 less the hoist and hreating units..

U3l 42:u 2000 SI:V. 41C.2 2-5142-2

REV SYM L..?63NO. fl2-2031- 6
Isrzc-. 3 IPAGIC



3.1.6 (continued)

Reoqired by Assembly Creva 2 and Ir'3 to transport tools end

miaterial between DA, I,? and LCF's. This vechicle is also uscd

in CSA area to transport eciui.mcXnt between test, warehouse,

and DAoa. Uced for reneral haulinG from air field-an

railhcad depot3.

3.1.7 Truck, 9 Ft. Vaii with Feact

Spec. No. 2289-L

Stavndard 9 f.. %,,% identical. to van deccribed .n pa.ra,-raph

3.1.3.

rlcq'aired by Ascctibly Crc-ws, ddY-32 ': C bt~c!-out Crelf -;76. Used

to tr; n!;ort tools andl c.ucc c"i -..:ccn CZA, DA,

LF arA: L02 arear , .r A=OC.

3. 1 .8 Truck,12 -vt. V~n w.',th Ihoist' and Ilcat

S-cc. No. 22,02-L

Van-;.yp bodly 12 feet lon3 c-ncl 13ic inside wirith by 79

inchcs hi:;h, with cloubk6 rccar door3 o.=ninz, tho full width

andA h ih oV thc bodly. TL2 hoist haz -- 1000 lb. ca~acity,

* 6QC-...nch swin.- radliuz, 225 dck-ree cvrinZ vcnC hoc,- fal'. --0 ect

bQlovz --ounl-" lcvcl. 2,qu.!.j 1z w~th Eunt; r ~X11U-47-3

heatcr with 12-volt. ecectric fvr: pun.

Required by -;'2 LF and LC.- asQzibly crewa to tranarcort tools

and~ clcctronic ir:tr--ns uirA'nZ1 t nr.:.rctur'e control and

other mtc'Le.la from t ! t*~ o LF an, LCT"s du.'inZ z-r!hl

"cnuyrO~?.I crew',, c-or =int,-r-are or M1 air-conition
U3 US20100 Rev. 6/62 .12

REV SYM '-- . ?.0O0-
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3.1.8 (continued)

and Rocheat units, (2) routine 0&M of LF's (3), routine O&M

of LCF's and, (4) unscheduled O&M requirements.

3.1.9 Truck, 7)1 Ft. Panel with Heat

Spec. No. 2288-L

Chevrolet Model C-1405 panel or equal with plywood or sheet

metal bulkhead back of driver's seat and a Hunter Model

UH-47-3 heater with 12 volt electric fuel pump installed to

provide heat in the cargo space.

Required by the LF checkout crews (#1, #2, and #5), the

targeting test crew, and Base Interface Surveillance Unit

OISO n support of the Corps of Engineers. Used to transport

tools and electronic test equipment requiring controlled

temperature from DA to LF and LCF's during A&CO. It is also

used by Cable Maintenance Crews.

3.1.10 Truck, 7A Ft. Panel

Spec. No. 2274-L

Identical to panel described in paragraph 3.1.9 less heating

unit. Required by the following ACO crews. LF Assembly (#2,

#3 and #4), LCF Assembly, LCF Checkout, Welding, and Cleanup

Crews. Required to transport assorted tools and material,

welding, and cleaning equipment between DA, LF and LCF areas.

3.101. Truck, 7Yz Ft. Pickup with 4 Wheel Drive and Power Winch (Cable

Maintenance)

Spec. No. 2293-L
us an8 moe IqEV. 8/18. -24-
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SPL-ciiications for this vehicle include, 7 1/2 ft. pickup

box, 4-u-hcc2. drive with ..- ' hubn. lockir,:_ differential, hcmry

duty winch and cable powcrcd froqi tho tr.,ixisoin power

ThA3 v~h-"c'>_ 1 . .ut red by the Cib2> ltaj-- Crews

during the A~3 .ito trancnport - .z-cnnc1 Lind equi.-.mnt

both oni th hijhw:.y and ce-oz u~Iyn a~ll types of wcather.

3.2.:i~AO'~OL ~A2IT~lAC UZA2J.': C~JT UPIT.

Thcr~c vuhicl:. .: usuc.Ily ac' ~tc .nd are ucod

£ -c cicr2 ~z. rcqjui: c1 ir.:'::-.cn at th'! bzaze.

~':' C;c2E-IC0 Ecnalinc, Slto.n,~ oz- .,: :--aor,

ra ~ . ix cylinder con.,inu v~uitwr~i~in ith alZ.

norin-illy ctzndard crjuip.-.nt l.isted by the n.nuffacturcr and

roquircd 0c.fcty .equimt.

Required to providc trar:';.,*rtatinn to and from airporta. DAIS

anid Ceneral taxi ccrv.,icc :t/Mr, '4.1 run!e t: raui; Also,

to b_- unzed for c)%;Iu1A bus rz-zn-Lce- btcnL.,_ arean o0 the

3.2.2 Bu . 17 ran-*rt5.tr
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personnel.

It will provide transportation to rotate personnel betwoen

'commercial transportation termin als, CSA and Dispatch Areas.

3.2.3 Bus-,'43 Paocnger

Spec. No. 2285-L

The bus will be a standard" 41 passenger for transporting

personnel.

Required to provide transportation for Boeing rotation

personnel between commercial transportation terminals, CSA

and Dispatch Arcas on a periodic basis.

3.2.4 Sedan, 4-Door, Standard and Compact

: Spec. No. 2272-L, Standard

, Spec. No. 2271-L, Compact

The standard will be a Ford Galaxie, -door Town Scca or

equal. The compact will be a Falcon 4-door Sedan or equal.

Either model is to have 6 cylinder engine and manual trans-

mission. They can be of any conservative factory color

except black. Seat cOvers, to sets of ueat belts for the

front seats and normally required safety equipment will be

installed.

Required to provide transportation for administrative and

technical personnel between totn and base and to DA,L7 and

LC? facilities and the CSA.

U3 4JQO 2000 ACV. /la2
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3.2.5 Sedan, 4-Door, with Air Conditioner

Spec. No. 2272-L

Same as standard -door Sedan except for an 8 cylinder engine

and air conditioner.

Total two (2) per base. One (1) to be used by the SATAF

Commander, and one (1) by The Boeing Company Base Manager.

These are required to transport visiting dignitaries of the

Air Force. Department' of Defense, and The Boeing Company to

base areas they may be interested in inspecting. Also, they

will be used to transport visitors from the base to hotels,

airp6rts, etc.

3.2.6 Station Wagon, t Passenger, Standard and Compact

., Spec. No. 2272-L, Standard

Spec. No. 2271-L, Compact

The 4-door Ranch Wagon or equal may be used for the standard

model. The Ford Falcon 4-door wagon or equal may be used for

the compact model.

Both models are to have 6 cylinder engines, manual transmission,

seat belts for the two front seats, seat covers, and nomnin-

ally required safety equipment. The paint can be any conserva-

tive factory color other than black.

Required for transporting of technical and administrative

support personnel ctween to~n, DA's, LF, LCF and CSA when

load requirements are 'greater than a sedan can accommodate.

U3 4284 2000 REV. 8/62 2451422
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3.2.7 Utility Wagon, 4 Wheel Drive

Spec. No. 2294-L

Standard 4-door utility wagon equipped with 4-wheel drive,

capable of transporting 6 passengers including driver plus

tool boxes, water cans under Adverse operating conditions.

3.2.8 Truckp 6 Ft. Pickup Compact

Spec. No. 2295-L

Compact pickup truck, 3 passenger, open'oargo type vehicle

for transporting light loads.* Ford Falcon Ranchero or equal

will fulfill the requirements.

Required as a utility vehicle for general support of per-

sonnel. Will be used in the field by DOD, O&M, P3- and

A&CO teams. Facilities and general operational and adminis-

trative support in the CSA and DA's.

3.2.9 Truck, Pickup, 6 1/2 Ft. with or without Canopy

Spec. No. 2273-L

Form Model F-100 or equal. Standard 6 1/2 ft. styleside pickup

box, with rear bumper, 6 cylinder engine, 4-speed manual

transmission, interlocking differential, seat belts and.

standard safety equipment. An optional canopy may be needed

when transporting tools and equipment in adverse weather con-

* ditions. Paint may be any conservative standard factory

color other than black.

/ Required as a utility vehicle to support DOD, Cable Maintenance,

US 42ss 2os XZV. s/62 2.5142*2
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3.2.9 (contined)

O&M9 PDM, and A&CO teams. For a utility vehicle by

Facilities and general operational and administrative

support in the CSA and DA'uo

3.2.10 Truck, Pickp, 4-Wheel Drive

Spec. No. 2279-L

Standard pickup truck with 6 cylinder engine, 4-wheel drive,

3 speed transmission, 2 speed transfer case. Warn front

wheel hubs and standard safety equipment. Paint any con-

servative factory color except black.

Required by SATAF, DOD, and Boeing BISU in early survey and

surveillance work in locating and getting to and from LF and

LCF areas prior to establishment of roads by Civil Engineer

contractors. This vehicle may also be required to support

cable maintenance crews. It is capable of transporting

small loads under adverse operating conditions.

3.2.11 Truck, 8 Ft. Pickup

Spec. No. 2296-L

Standard 3/4 ton pickup truck, 3 passenger, open cargo type

vehicle for towing mobile shelters and transporting light

loads. Equipped with V-8 motor, 160 HP and ball type trailer

hitch.

3.2.12 Truck, 8 Ft. Pickup with Camper

Spec. No. 2287-L

Us as$ "00 RV. of8 8168*
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3.2.12 (continued)!. -

Ford Model F-250 pickuzp or equal, with conVentional cab, V-8

engine, I-ped Vpknsmissicn, vestern-type rear view mirrors

wan normal safety equipent. Camper similar to the ."Chinook"

equipped with seating# water and cooking facilities*

This vehicle is to be used as partial substitute for ACO

* 4119 Transport Erector Special Escort Van. As ACO ,4ill.

becomes available'this requirement will no longer exist.

Bequired to provide shelter wa office..area for emergency.

uituationsst LFts in lieu of Mobile Shelter ACO 35

3..l. Truck. 9 Ft. Flatbed-Body

Spec. No,. 2280-L

.Staddard I ton truck; open cargo-type vehicle for transport-

*ing medium size loads, Equipped with eight cylinder, 160 HP,

stake body and pentle'self locking hook.

Used in the CS&' to transport light equipment, furniture anti

office equipment.

3 -214 ;Truck, 18 Ft. Fltbed with-or without Liftgate

*Spec-t No. 2281-L, Without Liftgate

Spec. No. 2282-L, With Liftgate

Ford Model F-700 or equal with 185 HP engine, five-speed

*~'*transmission and'dusl. rear wheels. Flatbed body will be
18 ft.,long by 8ft. overafll width with solid buckboard front

*and stake sides andi rear, Liftgate 2000 1b. capacity.

RE3-M 2 26. NO* D2.20031.6
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302A14 (continued)

Required to transport office furniture ad office equipment

as required in CSA and DA's for general hauling from freight

termi nals to CSA and DA's, and transpotting weapons system

components and support equipment between GSA and DA's.

'3.2.13 Trailer, Semi. 40 Ft* Flatbed

Spec. N4o* 2283-L

Trailmobile model W~l-662 or equal, semi, traler, with dual

whels, tandem axle, standard 3th wheel and 40 ft. by 8 ft.

flatbed cargo area.

Required for transporting missile system components and

support equipment not requiring environmental protection

between railheads, freight terminals, Support Area, DA' a,

LF's and.LCF's. Also to be used to move furniture and general

support work in the CSA area. It will be pulled by ACO 4116

tractor.

3.3 NOI-ACO IDENTIFIED LICENSED VEHICLE FORECAST

Figure two (2) contains the requirements of non-AGO vehicles

requirements progrmed by calendar month showing vehicle

requirements for the present month, build-up through June,

1963. This schedule will be revised on the first of each

month*

3.4SATAF AND DOD RIEUIRN LICENSED VEHIICLES FORECAST

Figure three (3) contains those vehicle requirements which

The Boeing Company is contractually required to supply for

U3 an aev. $/ae 241482
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the Department of Defense personnel, including OOAMA Detach-

Ment, Contractor Support Detachment, Geodetic Survey, Ground

Electric Equipment Installation Agency, and SATAF commander

and staff.

The vehicle forecast (Figure three (3)) contains SATAP re-

quirements which are programmed by the calendar month, show-

ing vehicle requirements for the present month, through

June, 196' requirements. The schedule All be revised on

the first of each month.

I i

us ameva. 62 ,
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4.o MAJOR ITEMS OF MATERIAL HAIDG EQIW

Major items of material handling equipment are those powered

by a gasoline engine or electric motor other than the standard

trucks and trailers found in Section 3-.0.

4.1. MATERIAL HA2MLING EQUIPM , DESCRIPTION AND USAGE "-.

4.1.2 Truck Forklift ACO Numbered

4 .1..1 AC0 3078, Trck, Forklift.

This vehicle bhas the capability of being operated on paved

or hard surface roads for short distances as well as warehoused

, wood or concrete floor. It is required to transport and lift

cargo, tools and equipment in yards within the receiving docks

of the CSA. It has a two ton capacity <4000 lb.)

I ACO 3078 is equivalent to and interchangeable with Figure A

3078.
9,

,4.1..1.2 AO0 4184, Truck, Forklift

The vehicle is a standard commercial, gasoline operated fork-

lift truck. The truck has air inflated tires suitabld for

• operating on paved roads and warehouse floors. It has a lift

* capacity of 15,000 lbs.

, The truck is used at the CSA to handle the Missile Base Support

Assombly during pre-asembly of the Suppo", Missile, Suopension

and Alignment System. The Missile Base Support Assembly weighs
(9 approximately 7000 lbs. *

Us 4We am Rave .. , 3-143-
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-, ' 41.1.2 (continued)

,It will handle, tranport and position other material too

heavy or. bulW to be 'hadled, by smaller trucks.

This item is equivalent to Figure 'A" .4184.

4.1.2 Truck Forklift, Non-ACO Thmbered .

4.1.2. Forklift 4000 lb.

The truck has a 4000 lb. capability, ieumatio ti re nd gas'

* . powered.

Required by Facilities and Services Unit at CSA.. It will be

used in the receiving warehousing, shop and other base areas

to unloaii transport and position MOCO equipment, furniture, "

material and supplies. It will also be used as a towing

vehicle for bottle carts, portable water tanks, hydraulic

1 ' service carts and similar carts or trailer-mounted equipment

..1.2.2 Forkliftt 6000 Lbs.

this forklift is being used is a substitute for the 4,000 lb. or

partial substitute for the 8'1000 lb. forklift., See paragaph.

4.1.3.1 and 4.1.3.3 for specification and usage.

4.1.2.3 Forklift, 8000 Lbs,.

T hbis forklift has an 8,000lb. capacity, pneumatic tires,

)Ps povereds and winterized to -0 deees

REV'--....' I I'II.I.l I4 I Int' D I- I lll"6
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~4.1.2.3 (continued)

The forkli fti Lrequired to hWale heavy pieces of equipment

such as acetylene bottle carts,, nitrogen. bottle carts,wae

* tanks and.:. portable -pu#67's' The ,units wini be utilizeat the

OSA for unloading, kitting and'warehousing of equipment and

supplies. A requirement also exists to move contract equip-

ment as required to accomplis1i functional test and maintenance

* operations within the CSA.

4.1.3 Trucko Pallet, Electric Walkie,' 4M 1b. Capacity

This'pallet truck is equipped with 42" fork length, 32" width

and rubber cushion wheels.

The equipment is required by Logistics ControlGroup at the

Contract Support Area (CSA).- It is used to relocate opera-.

tional .ound equipment (OGE) throughout the Functional Test,

Area.

4.1.14 *Walkie Stacker

This unit is required by the warehouse personnel at the

Contract Support Area. They lare required for narrow aisle

operation and placing pallets on storage racks.. The stacker

* hasa 2,000 lb. capacity. It also is used as a substitute

item for transporting distilled water tanks to fill the

missile Guidance and Control (GOW) cooling system.

Truckuter

Three-wheel scooter with cab and smllI trj *k boc Used in the.

-6 "

RV, SYwo ;;A/s 2St8
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(cc- utinued)

C" to transpo personnel, am1 .tools and equipment, short

die-tanees. Recommended manufactured Cushmen or equal.

4.2 PAT==L NAMDING EUIPENT FOEAST

liuve four (4) contains the requirements of material

hmc=ing equipment programmed by calendar month showing

vihSole requirements for the present month, build-up through

Jwim, 1964. This schedule will be revised on the first of

" " ~eolmo-- noth.

C.,
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5.1 JAIRCRAM"

Heliooptr' or fixed-wing aircraft are not included in this

document, except when aircraft have been authorized by

special request.

* Any remote site having a requirement for aircraft transporta-

tion must submit a request with complete justification through

Program Management Office for approval.

5.2 ACO/'GE/PECTLIAR V CLS

The vehicles listed in this section are identical to equip-

ment delivered to the Customer as part of the weapon system.

They requiro special design and are peculiar t- t'ho Minuteman

Weapon System.

5.2.1 ACQO/GE/Peculiar Vehicle Description and Usage
/

5.2.1.1 ACO 4024 - Re-entry Vehicle (R/V) and Guidance and Control (G&c)

Section Van

Sem-trailer van identical t6 Figure "A" 4024.

Used to transport the G&C section to the LF's and to install

or remove G&C and/or dummy R/V section on the missile during

5.2,i.2 - ACO 4031 - Tr uck, Van (Mechanical Maintenance)

us mt IOe cv. 6/42 3.-148-3
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5.2.1.2 .(continued)

A van, mounted on a truck chassis (Figure "A" 4118) identical

to Figure "A" 4031. Used to transport mechanical maintenance

equipdent and replacement parts -between the LP, LCP or any

part of the launch complex during the A&CO task.

5.2.1.3 ACO 4059 - Semi-Trailer, Transporter-Erector (TE)

This trailer carries the assembled missile and associated

hardware to the LF's. It contains an environmental control

and sounding alarm in event environmental failure or un-

authorized entry. Able to erect TE to vertical position for

missile emplacement. Identical to Figure "A" 4059. The ACO

must be compatible with ACO 4075.

5.2.1.4 ACO 4062 - Vehicle, Operational, Targeting

Capable of operating in a wide range of weather conditions

on secondary hi h'ays. Is equipped with the environmental

control bquipment, power distribution system to be compatible

with LY's power system, communication equipment,.hoist and

crane (2,000 lb. capacity), tie-down shelves, and trailer '

i* tow bar. It is used at the LF's to activate and deactivate

.: the missile and Operational Ground Equipment (OGE) in-the

*' launcher.

U I all 8000 RCV. 8/02 254-
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5.2.1.5 ACO 4063 - Truok, Van, Electronic Maintenance

The van will be mounted on truck chassis (Figure "A" 4118).

It will be equipped with power distribution compatible with

LF's power, 200 lb. hoist'and crane, shelving, environmental

equipment, and electrical replacement parts for LF's or LCF's

during AMO.

5.2.1.6 ACO 4075 -.Truck, Tractor, Transport Erector(TE).

This -tractor is to be equipped to supply auxiliary hydraulic

power 20 hp take-off to drive hydraulic pumps, area lighting,

electric power, air, chilled water, hot water, and security

alarm to the TE.

It is.used to move TE.(ACO 4059) to the LF'a.

5.2.1.7 ACO 4119 - Truck, Van, Special Escort

Is identical to Figure "A"s 4031, 4062, 4063.

It is to'accompany the TE at any time the TE is dispatched

, to and' from the Strategic Nissile Support Area (sWSA). The

vehicle is fully equipped to handle emergency repairs.

5.2.1.8 ACO 4129 Trailer, 1.-issile Container & Transporter (ITCAT)

, The MCAT is provided for attaching to a truck-tractor (Figure

"A" 4130). The container is used to carry the missile to od

" •from CSA rail depot and airlines. Is provisioned with

environmental control unit.

U3 4l" 8000 RV. 8162 2.14 -
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